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For over 40 years, Marineware has been supplying
the marine industry with products from a collection
of the world’s largest brands such as; Awlgrip,
International, Nautix, Durepox, Epifanes, Gurit and

Propspeed.

We have been the exclusive supplier of Awlgrip in
the UK for the last 35 years, mixing all topcoat colours

in-house.

Our 7-person technical team are based all over the
country and has a combined experience in the marine
industry in excess of 150 years. They are always happy
to visit your site and advise on any improvements you

wish to make to your facilities or processes.

We conduct regular training courses for customers
which can be held on-site or at local specialist facilities.
With access to Akzo Nobel Global Technical team and
our NACE-qualified paint inspectors on staff, we're
always ready to help diagnose and remedy issues

both during and after a project.
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Maintenance

Clean the winch by removing any old e
grease with a solvent. Spread a thin layer N 7
of marine grease on all moving parts. /
Grease will protect aluminium from
corrosion (where contact with dissimilar
metals occurs). It is useful to use some

grease especially, on stainless steel
screws, threads and stainless washers.

LUBRICATION -

Antal uses Hydrolub (HDR) for winch and gear lubrication.
This grease can be supplied in 150G.

REPAIR KITS

Universal repair kit (XTKIT), suitable for all winch types,
including 4 pawls and 4 pawl springs.

Standard Winches

ONE DIRECT SPEED WINCHES -> W6,W8

Turn the handle clockwise to engage the single
gear; the handle turns freely counter-clockwise.

W6 is the smallest and lightest in the range, with a
glass-fibre resin base and drum and an aluminium

central rod.
W8 has an AlISI 316 stainless steel central rod, and an 7 g==== f <
aluminium base and a black anodized aluminium J"| Il ' ,Jl L ”l‘,\
drum mounted on roller bearings. r [ W [ A
il L=
4 ONE SPEED WINCHES
MODEL w6 we
POWER P1 6.7 7.3
RECOVERY S1mm 188 220
WEIGHT AL kg 0.43* 1.60
WBAL WEIGHT CH kg - 210
SCREWS Nx@ mm 5 x &6 5 x @6
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Self-Tailing XT Winches

ONE REDUCED SPEED WINCH -> XT16

The smallest model has a single reduced speed, giving a slow but powerful

gear. The handle turns freely the other way.

Available in aluminium.

XT16

TWO SPEED WINCHES -> XT16.2, XT30.2

The addition of a direct speed to the
above-described models gives a faster
recovery gear, which, combined with
reduced weight and an automatic
self-tailing for very thin lines, makes

these models the best choice for
racing.

TWO REDUCED SPEED WINCHES -> XT40

Quick and powerful operation is obtain-
able with the first reduced speed, then

with increasing load. Simply wind in the
opposite direction, and the second gear
and maximum power are automatically

selected.

ONE SPEED WINCHES J
MODEL

POWER P1

RECOVERY 51 mm

& LINE mm

WEIGHT AL kg

WEIGHT CH kg

SCREWS Nx@ mm

5 x 36

TWO SPEED WINCHES 4 =12 =
MODEL XT16.2
POWER P1-P2 70/ 14
RECOVERY 51-52mm 999 / 115
B LINE mm B/ 10
WEIGHT AL kg 2.6
WEIGHT CH kg a0
SCREWS Nx@ mm g x &6

I
_LE

TWO SPEED WINCHES 4

il
XT30.2
T.O/28
298 /58
&/ 10
2.9
37
b x P6

Mgt

MODEL XTa0
POWER P1-P2 12.8 7 40.0
RECOVERY 51-52 mm 125 / 40
B LINE mm B./12
WEIGHT AL kg 4.4
WEIGHT CH kg 5.9
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Line Driver

TRAVELLER CONTROL SYSTEM

The control system is connected to a
traveller on a closed circuit and ensures
efficient control and a clean layout.

The system uses a self-tailing pulley which
operates in both directions with a textile
“gripping” system that is efficient even if
the circuit is not under strain and causes
no wear in the ropes.

A clutch pin sets the direction in which ¥
the traveller moves, or allows for it to be ‘“’Z

locked in the required position.

The power ratio obtainable with a normal | k— = —
(250mm) handle 8:1, which is much better

than a tackle can offer. This system has a

very limited size and weight.

Winch Handles

Light black aluminium handles in two sizes, 200mm and 250mm. The handle
arms are made of forged aluminium with lightening holes. It's extremely light

and resists the heaviest torsion.

MODEL

LINE & mm
POWER

WEIGHT ko
SCREWS Nx @ mm

1.40
3x B8

The grip is covered with rubber to give a firm hold and runs on two ball bearings

to increase its efficieny.

. 201 .

4 ALUMINIUM (L — 200 mm)

MODEL 2011
HAND GRIP single
WEIGHT kg 0.38
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2021

e ALUMINIUM (L = 250 mm)

MODEL 2021
HAND GRIP single
WEIGHT kg 0.43



Speedylock

The speedy way to lock and unlock the

winch handle.

Speedylock is the new winch handle,
available with single and ball grip. Hard
black anodized forged aluminium lever

and rubber grip.
' . 2121

2122

MODEL
HAND GRIP
WEIGHT kg

V-Cam 814 Series

V-CAM 814 SILVER

V-Cam 814 clutches are now available in
silver: with new ergonomic, polished and
silver anodized aluminium lever.

g
—ad

|
I

5 b

Single Doubla
549112 single 36 0.60
549.122 daouble 65 110
549.112H horizontal 36 072

J ALUMINIUM (L - 250 mm)

121 2122
single ball-grip
043 0.53

Harizontal

2% @8
4% @B
2xP8+1xB5
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Mast Blocks

Hard black anodized aluminium frame
with insulating washer for corrosion
protection.

CNC ))\O) -
e—o—

Y —_—1

L' | —
008182 ~ ) C
3% 06
008182 80 14 187 103 345 27 ez.s' 3000 0.34 IxP8
010182 100 16 226 126 3% 1] 81.5 4500 0.62 3% @10
012182 120 18 263 151 47 37 103 7000 1.08 Ix@12

Mainsail Blocks

Clew Blocks

Solution designed to solve the connection of a
sheave to the furling mainsail clew efficiently.

The block is contained within the size of the sail,
thus allowing a larger surface of the mainsail to
be used.

991.093AL
991.124AL 18 120 190 4% 46 3000 1.04
991.154AL 20 150 295 4x52 4000 2,05

Mini Snatch Blocks

A very light solution suitable for many riggings,
completely made in UV resistant high strength
resin. It can be fastened both with a line or with
a shackle.

MINI SNATCH BLOCK
« For line connection

@ SHEAVE - 32 mm
@ MAX LINE - 8 mm
WEIGHT -39 g
SWL - 250 kg
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Dynablocks

Revolving resin cheek plates and with a Dyneema
snap loop protected by a polyester cover. A light
and reliable solution that offers an easy, fast and
safe connection.

B SHEAVE @ LINE SWL WEIGHT
MODEL e i ol a
DBS44 44 10 GO0 90
DBSS56 56 i 1000 176

Snatch Block

The cheek plate revolves around the sheave axle
allowing the block to open; a safety ball stops the
block from opening with an adjustable screw to
set the ball in locked position.

MODEL D @ LINE SWL WEIGHT
mm mm kg g
9040 40 12 TO0 110
9080 80 14 1300 280

Barber Blocks

The Barber Block is a snatch block with a ring
head, it provides an immediate entry of the sheet
(the cheek-plate revolves around the sheave axle
allowing the block to open) and an easy 2:1 control
(aline through the ring allows the control of the
block height).

REVOLVING
CHEEKPLATE

A safety ball prevents the revolving from acciden-
tal opening and an adjustable screw can set the
ball in fully locked position.

M D @ LINE SWL WEIGHT
Lol mm mm kg g
BB4012 40 12 1300 160
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Snatch Looper

Snatch block with a small sheave suitable for
high loads, particularly designed for 2:1 main
halyards.

Hard black aluminium rotating cheek plates
with a Dyneema Snap Loop protected by a
polyester cover, aluminium sheave on fibre
bearing.

L5046 46 14 2200 230

Halyard System

Haylard Slider

The “halyard slider” has been specifically
planned for wire halyards and for those hal-
yards which are subject to such high strain
as to preclude use of a stopper. This solution
permits easy adjustment and secure locking

of halyards.

SLIDER LS
-

mm mm
eaza2 o0 135
ema02 e 160
624402+ &0 210
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HS Systems

The HS Guide System is designed for boats with full batten mainsails that
experience high loads and compression-loading on the mainsail luff. The
system’s aluminium sliders contains HS composite fibre inserts that run on
aluminium track mounted on the mast.

HS composite fibre is a new material that is durable over long periods of use

and offers extremely low friction coefficients. The material is made from
special resins strengthened with fibre and is self-lubricating.

HS22.40 System

FOR BOATS
TRACK SYSTEM UP TO ft
| Hs22 HS22.40 40
1|1 HS22.50R 50" (Racing)
J HS522.60R 60" (Racing)
HS22.40D
HEADBOARD SLIDERS
LENGTH - 130 mm
WEIGHT — 0.19 kg HS22.44
SWL - 700 kg (horizontal)
HEADBOARD 40°
HI:ILHI 122mm
H- 126 mm
HT — 011 kg

SWI. 1300 kg [vertical)
WEBBING - 20 mm

H522.468

HEADBOARD 60°

HEI{_HT 122mm
WIDTH - 145 mm

\.' HT - 0.12kg

SWL 1300 kg [vEm(aU
WEBBING — 20 m

HS22.408

SIMPLE SLIDER
LENGTH - 40 mm
WEIGHT - 0.04 kg
SWL-350kg morlzonialj
WEBBING — 16 m

HS522.40)

SLIDER WITHJOINT
LENGTH - 40 rrrr
WEIGHT - 0.07
SWL-350kg morlzonklj
THREADED PIN - M10

For full ANTAL range visit www.Antal.IT/EN or call us on 023 8062 4555 TI



HS22.50R System

H522.505R

SIMPLE SLIDER
LEMGTH — 50 mm
WEIGHT — 0.08 kg
SWL - 800 kg (harizontal)
WEBBING — 18 mm

HS522.T0JR

SLIDER WITH JOINT

TOP BATTEN

LEMGTH — 70 mm

WEIGHT — 0.23 kg

SWL = 1300 kg (harizontal)
THREADED PIN — M12
Smaller thread sizes
available on request.

HS22.60TR System

12

H522.505R

SIMPLE SLIDER
LENGTH — 50 mm
WEIGHT — 0.0B kg

SWL - 800 kg (harizantal)
WEBBING — 18 mm

H522. TR

SLIDER WITH JOINT

TOF BATTEM

LENGTH — 7O mm

WEIGHT —0.23 kg

SWL = 1300 kg (harizontal)
THREADED PIN — M12
Smaller thread sizes
availabla on requast.

I marineware.com

HS22.60TR System

H522.60TR

HEADBOARD SLIDERS
LENGTH — 201 mm
WEIGHT — 0.65 kg

SWL - 2900 kg (horizontal)




ANTAL ESSENTIALS

HS22 Track

HS22 track is made for systems:
s 0D, HS22.40

= 0D, HS22.50R

= 0OD.HS22.60R

Made in plastic, should be attached to the mast with 2x5
|-
—g

MM SCrews.

In order to ensure proper alignment the sections of the
track can be jointed together with a Nylon fitting; track
Jjoint is supplied with 2 screws.

It allows the cars to be loaded and unloaded easily; the
loader includes a stop-pin which provides 2 positions:
open and closed.

FIXING = 2x85 mm screws

L~ 175 mm

WEIGHT = 010 kg
The track is an aluminium extrusion hard black anodized

and teflan coated.

WEIGHT - 0.34 kg/m

1205 3

|

mounting requires drilling and tapping hales in
mast, slug mounting does not. 120 mm haola spac-
for 40-50 ft boats, 60 mm hole spacing for 50-60

3

i
it
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HS22 Carbon Track

H522.330

TRACK FOR CARBON
FIBER MAST

Aluminium profile hard black anodized and teflon coated.
It's available in 3 m sections.

LENGTH-3m

WEIGHT — 0.56 kg/m

HS22.03 ENDFITTING

Made in plastic, should be attached to the mast with

2x5 mm screws.

HS22.05 SIDE PLATES

Fixing can be improved, on most loaded zones (mast
head and resfing pasitions), with 2 aluminium side plates I
screwed to tha mast.

22
L

I
[l ¥
£

\._/’J 15.7
b

—

The track will be glued to the mast (SP System, Spaband
445). For an easier gluing each track is ficed with 4

positioning screws.

[} (@)
@ |100| @ @
© l )

& x 35 mm —-l-zt-L—

HS5.02 TRACK JOINT
Connection of different
sections will be done with 2
S.Steel pins.

HS22.01 LOADER

t allows the cars to be loaded and unloaded easily; the

loader in

des a stop-pin which provides 2 pasitions:

open and closad.

HS24 Track

HS24.13  ENDFITTING
[ i
Made in plastic, should be attached to the mast with 2x6 = ]
MM SCrews. ™
-‘
| £
I -
-
TRACK
Aluminium profile hard black anodized and teflon coated.
WEIGHT — 0.55 kg/m
MODEL HOLE SPACING LENGTH
mm m J\
DIRECT MOUNTING —
HS524.312 50 3

14 I
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L — 500 mm
WEIGHT — 0.30 kg

H524.41 LOADER

It allows thea cars to be loaded and unloaded easily; the
loader includes a stop- pin which provides twa positions:
openad and closed.

FIXING — 2%86 mm screws

L — 200 mm

WEIGHT — 0119 kg

HS24.12  JOINT

In arder to ensure proper alignmant the sections of the
track can be jointed together with a Nylan fitting; track
joint is supplied with 2 screws.



Special Products

Gate

A stretch of mobile track is placed above

the lowered mainsails. When the gate Bl |- 204mm->for HS22
is removed, the head carriage and top

batten slider of a square-top mainsails can

be extracted to make it easier to “tie” the

mainsail to the bottom.

Fireball FB24.80S
SIMPLE SLIDER
. . . LE!‘:IG TH - b'Drrr.rr-
Designed for large boats and for mainsails SWL - 800 kg (harizontal)
with a large roach, they offer the high WESEING = mm
strength of HS Fibre Guides (for tension
|loads) and the low friction of the Torlon

ball bearing (for compression).

A headboard is attched to the sail with

webbing and secured to the slider (double) FB24.60)
with a clevis pin which allows the head- SLIDER WITH JOINT
board to pivot and to be removed. Mt Gl B

SWL - 800 leg (horizontal)
THREADED PIN - M10

For full ANTAL range visit www.Antal.IT/EN or call us on 023 8062 4555 15



ANTAL ESSENTIALS

Deck Rings
Aluminium Deck Rings

MOD.R14.14

Two sizes, highly polished and hard black anodized al-
uminium deck ring. Screws included.

Jo'x

MOD. R20.20

18 2x06
19 38 20 39 800 45 226

b a—

[ *Without screws-nuts.

MOD.R14.145

Two sizes, highly polished S.Steel deck ring. Screws
included.

MOD. R20.205

2% @6
58 189 a8 20 as 1500 120 x@8

* Without screws-nuts.
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Low Friction Rings

The simplest idea for maximum load and
minimum weight.

B e
ROT.08 7 18 5 ] 3 400
R10.07 10 25 7 12 5 BOO
Ri14.10 14 35 10 15 12 1600
R20.14 20 50 14 22 44 3200
R28.20 28 70 20 31 120 6400
Back-slay

bridle

Turn buc k/
Barbar
Furling lead

For full ANTAL range visit www.Antal.IT/EN or call us on 023 8062 4555 17




Solid Rings

—
anta/
MODEL D, D, T WEIGHT SWL
mm mm mim 1] kg Dy — . Oz
R22.44 292 44 14 37 1000
R30.56 30 56 16 62 1800 4
—1

Rings, Loops and Hooks

Rings and Loops

The Antal low friction rings are available
with a Dyneema loop for a fast and easy
connection.

D L SWL LOOP® RING
el mm mm kg mm MODEL
RLB.1 20 130 1500 [ R20.14
Hooks Highly palished low friction hoak,

hard black anodized aluminium.
It can be easily “hooked” to a genoa or a spinna-
ker sheet: the lightest and strongest solution for
a line control.

A safety spring keeps the line
locked-in, it cannot accidentally
release.

Dag-bone for easy opening and
closing of the loop.

Spliced Dyneema™ loop. Spare
loops available.

MODEL lllj‘X LINE L SwWL WEIGHT &
= = ka g Dyneema” with polyester cover
HK12 12 110 1600 a0 to reduce wear and tear.
HK16 16 120 2200 130
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Secto Ring

SectoRing- the spinning ring with a
guiding cover, small in size and low in
weight, the perfect solution for high loads
where large and fast movements are not
required.

RS563.12

Always use Dyneema” ropes
loops without & cover in the
center hole to reduce triction,
lines with cover should be
used in tha outer groove.

SwWL* WEIGHT
kg g
5 1000 45
M 1700 80
L RS63.12 12 63 15 a0 2500 145
XL RS76.14 14 T6 20 100 3800 240
Dog-Bone
You can prepare your special
snap-loop using Antal aluminium
dogbones, available seperately. &
t L i
-
MODEL FOR DYNEEMA 8 L WEIGHT
@ mm mm mm g
Ls2102 8 115 55 22
Ls2122 10 135 &7 a6

For full ANTAL range visit www.Antal.IT/EN or call us on 023 8062 4555
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