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ABOUT US
WHAT MAKES AWLGRIP SO SPECIAL?

For over 45 years, the Awlgrip brand name has held a reputation of universal trust and recognition in the world of decorative yacht coatings.
This reputation has been built upon outstanding quality, a superlative finish against which all other coatings are measured, and
continuous innovation supported by the unrivalled technical expertise of AkzoNobel.

Today, Awlgrip’s industry-leading products provide a wide range of colors and effects, combined with high gloss and proven durability.
For professional customers everywhere who demand consistently outstanding quality, technical service and a full product range, Awlgrip has
the complete solution.

As a brand of AkzoNobel, Awligrip proudly operates at a high standard of product stewardship and sustainability. Safety and
environmental impact are key considerations in each stage of the development of every product in the Awlgrip range. As a world-
leading supplier of yacht coatings, Awlgrip goes beyond regulatory compliance in terms of reducing waste, lowering VOC emissions
and working towards more sustainable and streamlined processes.

Awlgrip customers are supported by advanced technical training programs, located at Awlgrip’s Yacht Paint Application Centers, covering
best practices, labor-saving techniques and how to achieve the superior results. Likewise, applicators can benefit from local sales and
technical support, helplines, product warranty and custom color requests made by our internal Awlmix centers.

YACHT PAINT APPLICATION CENTER (YPAC)

Awlgrip has three Yacht Paint Application Centers (YPAC) in Europe, one located in the
Netherlands (Moordrecht), one in the UK (Southampton) and one in Italy (Viareggio). Each facility
is home to the latest application equipment and specially designed areas for education and
practical training, with a breakout area, classroom and large application spray booth.

Awlgrip training courses are available for new and existing customers of all levels of expertise,
from applicators to distributors and project managers, providing an overview of all products
and tailored help finding the best products for each customer’s operations. Training also covers
achieving the best finish through best practices, health and safety guidance, surface preparation,
spray-gun set-up and other tips to help optimize application and achieve a superior finish.

For other training opportunities and locations contact your local Awlgrip representative.

Mariwhda coated with Awlcraft SE and Awlgrip HDT Clear

AWLGRIP QUICK BUILD
NEW AND INNOVATION AWARD WINNER 2018

Awlgrip Quick Build Multicolor Sealer and Surfacing Primer ideal for
production boat builders and boatyard applicators

Quick Build is an advanced and versatile yacht priming system, formulated to increase
productivity for aluminium or fiberglass production boat builders, component manufacturers
and boat yard applicators.

Six colored Base Products to be used with Sealer or Surfacer

Fast, flexible and easy to apply, utilize Quick Build Sealer Primer for small components and
production environments and Quick Build Surfacer Primer for aged substrates or surfaces.

Quick Build’s versatility allows it to function as a primer in both sealing or surfacing systems, for a quick and easy finish. By using different
converters and activators, Quick Build can be applied as a sealer primer or surfacer primer, prior to the application of Awlgrip topcoats.

This flexibility gives manufacturers and applicators the opportunity to streamline their product portfolio, increase productivity, and deliver
fast and custom color choices to the boater. With Quick Build, a full system can be achieved in a single day, from substrate preparation
to topcoat application.

Quick Build Colors

Using an innovative system of six color primers (Black, Blue, Green, Red, White and Yellow) Quick Build color bases can be mixed
together to to aid in achieving a quicker hide. 65 formulated primer colors via AkzoNobel’s digital MIXIT Cloud system, making color
searches quick and easy.

AWLGRIP HDT
UNRIVALLED APPEARANCE & SUPERIOR PROTECTION

Awlgrip has created a new standard in topcoat appearance & durability: High Definition Technology. This high
performance mirror-like single stage topcoat specifically tailored for use with the AkzoNobel toners, meaning
more colors quickly with new exciting color tools to choose your color faster

FEATURES & BENEFITS

m Qutshines other topcoats with it's glossy finish & excellent Distinction of Image (DOI)

® High performance polyurethane topcoat that combines hardness & micro-scratch resistance with repairability

m New High Definition Technology (HDT) specifically tailored for consistent application, unrivalled durability and exceptional color retention
® Using toners instead of tint bases giving an easier Awlgrip color platform to manage.

® | arge range of colors available on mixitcloud.com combined with new color tools:
AutoMatchic Vision & AwiMatch

Awlgrip HDT delivers all these features without compromise, reflecting the skill of ,m Enl' :
the applicator without sacrificing quality or consistent results ‘w - _— W~

FOR PROFESSIOMNAL USE ONLY

This new cutting-edge topcoat offers superior in-service performance with 24
months warranty, backed by extensive trials and testing, so you can have the best L AWLGRIP HDT
of both appearance & durability. ‘::‘"—. =< T
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PRIMERS

QUICK BUILD
Multi-Color Primer
FEATURES & BENEFITS
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GUICK BUILD

Multicolor yacht priming system,
formulated to provide quick drying
and easy application.

Quick Build’s versatility allows it to - —
function as a primer in both sealing

or a surfacing systems, for a quick & easy finish or a fully
smooth surface.

Easy application system for preparation and application in
a single day

Mix up to six color bases to aid in achieving a quicker hide
Choice of 65 formulated primer colors on mixitcloud.com
Can be applied to certain substrates such as aluminium,
gelcoat and fibreglass with no other primers required
Single-coat only, with no sanding required after sealer
primer application

Max Cor CF is required for the Surfacer on Aluminium

545 EPOXY PRIMER
Finish Primer
FEATURES & BENEFITS

—
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A multi-use, corrosion-
resistant epoxy primer

for above and below

water 545 EPOXY PRIMER
FINISH PRIMER

Y PRIMER
PRIMEH
Seals both undercoats
and surfacing primers
in a single product

“ALLOM (3.708 L8
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Outstanding corrosion
protection, increasing the longevity of your system

Excellent adhesion to all substrates

HIGH BUILD
Build Primer
FEATURES & BENEFITS
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HIGH BUILD

BUILD PRIMER

An epoxy surfacing primer, used
where high build and
filling is required above
the waterline

Protects filler from
solvent leaching

ULTRA BUILD

Epoxy Primer

y WIEIIIP ;

 romemoremmiona

FEATURES & BENEFITS

LTRA BUILD

EROXNY PRIMER

Contains anti-corrosive pigments
to extend system longevity

Great adhesion to aluminum

and steel —
Can be directly overcoated with

Hullgard Extra

HULLGARD

EXTRA
Substrate Primer
FEATURES &
BENEFITS

ARD EXTRA

B = aTE PRIMER

A holding primer and as
a base for subsequent _
fairing -

i S
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Excellent anticorrosive properties
Provides the perfect base for Awlfair fairing compound

Can be used on all substrates above and below the
waterline

WASH PRIMER CF

Substrate Primer
FEATURES & BENEFITS

MAX COR CF

—
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Chromate-free etch primer

Excellent adhesion to
stainless steel and anodized
aluminum through Controlled
Fusion technology

y PRIMER CF
snaTRATE BRI

Can be directly overcoated
with Awlgrip and Awlcraft
2000 topcoats
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High Solids Primer AUULGRIP
FEATURES & BENEFITS MAX COR CF
m Contains anti-corrosive —T

pigments to extend system
longevity
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Great adhesion to aluminum
and steel

HIGH BOLIDS PRIMER

Can be directly overcoated
with Hullgard Extra

MAX COR CF 2

TOPCOATS
AWLGRIP FINISHES

Awlgrip’s industry-leading topcoat products provide a wide
range of colors and effects, combined with high gloss

and proven durability. Recently, AkzoNobel has added to
the Awlgrip finishes range Awlgrip HDT (High Definition
Technology) Clear and Single Stage. These new and exciting
additions to the range show the investment in continuous
innovation within AkzoNobel.

AWLGRIP® HDT

High Definition Technology
FEATURES & BENEFITS

LGRIP .

AWLGRIP HDT
Durable hard finish with high
micro-scratch resistance

Mirror-like surface with great

distinction of image — —
Repairable, buffable and polishable

Superior in-service performance

Clear coat tailored for use over Awlcraft SE

VOC compliant

AWLCRAFT® SE

Solids and Effects
Acrylic Urethane Topcoat
FEATURES & BENEFITS

y MULGRIP -
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AWLCRAFT SE
Revolutionary base coat clear
coat system

U8, QLG (3,708 LT

Solid, Metallic, and Pearl finishes B
Fast drying with excellent hide

AWLGRIP®

Polyester Urethane Topcoat
FEATURES & BENEFITS
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FOLYESTER URETHANE
TOPCOAT BASE

High performance polyester
urethane topcoat

Excellent color retention and
chemical resistance —
Long lasting with exceptional

distinction of image

AWLCRAFT®

2000
Acrylic Urethane Topcoat
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IAFT 2000

FEATURES & BENEFITS © URETHANE

METALLIC BASE

Premium acrylic urethane topcoat
High gloss and long lasting

O Us. aaLLoe (.708 LO

Fast drying for spray applications

COLOR
DEVELOPMENT

THOUSANDS OF COLORS

Customers can choose from tens of thousands of colors
on-demand, from a solid finish to a sparkling metallic or
a pearlescent sheen at Mixitcloud.com.

®m Up to 13,000 already matched colors. Choose from

thousands of standard swatches, delivered fast and
always of the best quality.

® Any custom color you want. Looking for a truly unique
color? We can provide any custom color on-demand.

® Awlgrip colors online. The MIXIT Cloud site provides the
ability to search online for the most up to date product
color formulations.
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FILLERS EXTERIOR CLEAR COAT
AWLFAIR LW e — AWLFAIR | — SYSTEM & BF“GHTVVDRK

Fairing Compound t ') Surfacing Filler lﬂlf!l!ilﬂlﬂ[l' - R
FEATURES & B == FEATURES & BENEFITS awirar [ AWLSPAR VARNISH AWLBRITE CLEAR - mmc
BENEFITS e m Creates a smooth, solvent-resistant el FEATURES & BENEFITS Acrylic Urethane e
= Provides a super-smooth ANLEAR I surface = A traditional tung oil vamish that provides FEATURES & BENEFITS E g
finish and easy sanding _ = Eliminates surface imperfections in a rich amber finish i L Provides.tqugh, long lasting, high gloss i
= Suitable for manual and e combination with Awilfair LW ! = Outstanding durability providing a long § Soeme- durable finish P
automatic mixing = Excellent health and safety profile | TS lasting finish = Unique combination of light fast resins, UV
= Can be applied above and below the waterline ® Fast drying vamish allowing for a reduction in labor time inhibitors and absorbers
® Simple application characteristics making it easier to m Excellent flow characteristics
achieve a classic high gloss finish ® Fast dry, fast recoat for quick build up and maintenance
m Excellent base for the Ultimate Brightwork system m Compatible with Awlspar Varnish

WASH AND PROTECTIVE CARE

Brightwork and Varnish : Traditional Varnish System

AWLWASH WASH - AWLCARE PROTECTIVE

: 2 VARNISH Apply Awlspar (6-8 coats, as needed
DOWN CONCENTRATE . POLYMER SEALER Ppiy Awlspart )
An effective detergent for cleaning, yet still gentle enough Awlcare will help temporarily seal and restore shine to 1 SUBSTRATE PREPARATION Clean then sand (as necessary)
for frequent use on Awlgrip, Awlcraft 2000, Awlicraft SE and painted surfaces that have become porous due to age
Awlgrip HDT. or mistreatment. Once a painted surface becomes porous wO0OD

= Awlwash does not contain alkalies, acids or abrasives it allows dirt to collect on the surface making the normal
and is free rinsing, which decreases drying time : washing process more difficult. Regular applications of Brightwork and Varnish : Ultimate Brightwork System
. Awlcare will help seal the porosity, helping to maintain a

® Awlwash is easy to mix - One
ounce (30ml) of Awlwash per gallon
of fresh water

= Awlwash 2.0 the new detergent in %
the Awlgrip range compliant with -

European regulations. Awlwash 2.0
has same properties as Awlwash

DO:

1. Wash the surface regularly with Awlwash (73234) or Awlwash 2.0
(73235) and water.

2. Use only mild solvents to remove stubborn stains. Awlprep TO008,
mineral spirits and xylene are acceptable for use on Awlgrip Finishes.
Do not allow solvent to dry on the surface or puddle and soak into the
surface. Wash these areas with Awlwash and water to remove solvent
residue.

3. Always thoroughly rinse surfaces with fresh water after cleaning with
Awlwash or solvents.

£l . Use distilled white vinegar and hot water to remove stubborn salt stains.
Washing with Awlwash after use of vinegar is recommended.

5. Use Awlcare (73240) by hand only to remove mild diesel soot stains.
Protecting the surface with Awlcare will help maintain the gloss of
Awlgrip Finishes. Awlcare is a hand applied, non-abrasive, synthetic
polymer. It will remove mild stains, water spots and diesel soot while
increasing resistance to attack from acid rain and other pollutants,
when applied regularly.

satisfactory appearance until there is time

to

repaint.

Awlcare contains no harsh abrasives )
and will not scratch the palntgd surface MULGRIP
Awlcare leaves a non-yellowing, —

protective polymer coating which lasts M
through multiple washings 230

Awlcare removes mild stains such as

diesel soot and, with regular applications,

increases resistance to attack from acid e
rain and other environmental pollutants

DO NOT:

1.

n

N0 0 MW

Do not use traditional waxes. Awlgrip has developed Awlcare
Protective Polymer Sealer for those who want to enhance their finish
and need the additional cleaning power of a hand applied, dry wash
product.

. Do not use abrasives, scratch pads or polishing compounds.

Scratching the surface gives dirt a place to cling while wearing out the
resin layer. Using abrasives of any kind will reduce the overall life of the
finish and voids the Awlgrip Limited Warranty.

. Do not allow contact between the Awlgrip Finishes and teak cleaners.
. Do not allow metal polishes to dry on the surface of Awligrip Finishes.

Metal polishes may discolor and stain the painted surface.

. Do not use strong solvents (eg. lacquer thinner, M.E.K., acetone) to

clean Awlgrip Finishes.

. Do not allow wet equipment (e.g. seat cushions, coils of line, sails, sail

covers, coolers) to trap and hold moisture against Awligrip Finishes.

. Do not ‘shrink wrap’ or tightly bind Awlgrip Finish surfaces with plastic

wrappings. The cover system, whether synthetic or natural fiber, should
be ventilated to allow the coating system to ‘breathe’.

2 VARNISH

1T SUBSTRATE PREPARATION

3 ACRYLIC URETHANE Apply Awlbrite Clear Urethane (8-10 coats, as needed)

Apply Awlspar (6-8 coats, as needed)

Clean then sand (as necessary)

WO0OD

AWLWOOD
FEATURES & BENEFITS

m Excellent application properties — applicable over a wide temperature and humidity range using a variety of methods

® High building, fast-curing formulation allows multiple applications per day

® Qutstanding performance — system remains highly flexible throughout its lifetime allowing
natural substrate movement whilst giving excellent toughness and abrasion resistance

® | ong-lasting beauty — unique technology that delivers multi-season performance, far

exceeding any other current varnish

®m High-performing Primer & Clear Finish system that adheres directly to wood, providing high

gloss, distinction of image and enhancing the wood’s natural appearance
= Available with a gloss or satin-matt finish

3 FINISH

2 PRIMER

1 SUBSTRATE PREPARATION

ALL WOOD SUBSTRATES

8 coats*

Clean and sand with no finer than 120 grit

* Dependent upon timber absorbancy, figure is given as a guide only
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APPLICATION INFORMATION

SYSTEMS ABOVE THE WATERLINE

1. Super Yacht and Maintenance & Repair systems:

Fiberglass, Gelcoat, Composite and Wood:

B8 TOPCOAT

FINISH PRIMER

EPOXY FAIRING COMPOUND

5
4 EPOXY SURFACER
3
2

SUBSTRATE SEALER

1 SUBSTRATE PREPARATION

* Awlgrip & Awlcraft 2000 topcoats and 545 Epoxy Primer also available as VOC Compliant

Steel and Aluminium:

7 TOPCOAT

FINISH PRIMER

EPOXY SURFACER

EPOXY FAIRING COMPOUND

SUBSTRATE SEALER

njw|d{|Oo]d

SUBSTRATE SEALER

1 SUBSTRATE PREPARATION

* Awlgrip & Awlcraft 2000 topcoats and 545 Epoxy Primer also available as VOC Compliant

Awlgrip®, Awlicraft® 2000*, SE or Awlgrip HDT

545 Epoxy Primer* / Awlquik for brush/roller

High Build or Ultra Build

Hullgard Extra Epoxy Primer

Clean, sand, grind or blast (as necessary)

Awlgrip®, Awlicraft® 2000*, SE or Awlgrip HDT

545 Epoxy Primer* / Awlquik for brush/roller

High Build or Ultra Build

Hullgard Extra Epoxy Primer

Clean, sand, grind or blast (as necessary)

Max Cor CF

Awlfair LW

Awilfair LW

2. Systems for Series build & component/spare part suppliers:

Aluminium:

Fiberglass, Gelcoat, Composite and Wood:

=8 Quick Build Sealer and Surfacer

1 Wash Primer CF*

*PLEASE NOTE: Wash Primer CF is optional for Sealer but mandatory for Surfacer.

=8 Awlcraft SE / Awlcraft 2000

I Quick Build Sealer and Surfacer

\
\

€ Awlcraft SE / Awlcraft 2000

PRODUCT

AWLGRIP HDT

AWLGRIP
TOPCOAT

AWLCRAFT®
2000

AWLCRAFT® SE

545 EPOXY
PRIMER

AWLAUIK

QUICK BUILD

HIGH BUILD

ULTRA BUILD

HULLGARD
EXTRA

MAX COR® CF

WASH PRIMER
CF

AWLFAIR LW

AWLFAIR
SURFACING
FILLER

AWLSPAR

AWLWOOD

Surfacer

Sealer

Primer

Gloss

C Codes

G&H
Codes

F Codes

E/P/L/S
Codes

D1001/
D8001

D8003

0U Base
0U4200
0A4210
0U Base
0U3100
0A3110

D8002 /
D9002

D8008

D6120

R4330

D6600

D8200

D6200

M3131

J3809
J7809
J9809
J3890
J3810

MIX RATIO | REDUCTION

BY VOLUME (BY VOLUME

1:1 with 0C0010
7 a (15min Induction Time)

Must add 12.5% activator
0A0010 or 0A0020.

=3 1:1 with G3010
P F 21 with H3002

ffqﬂ 2:1 with G3010

2:1 with TO0O3 then add
10% G3010

1:1 with D3001

1:1 with D9001

3:1:0.4
4115

1:1 with D3002

1:1 with D3018

10:1.5 with D3730

2:1 with R3330

1:1 with D3300

1:1 with D7200 or D7222

2:1 with D3200

N/A

N/A

Extra 12.5% reduction
possible

=3 Upto25%

77 10-33%

Up to 33%

N/A

oy Upto25%

FF 510%

Up to 50%

510 10% optional

10-20%

5-25%

Up to 5% at
low temps.

Do not reduce

Do not reduce

Do not reduce

Do not reduce

100% first coat only,
then up to 20%
if needed

N/A

Up to 10%

REDUCER*

T0002, T0003, TO001
T0005

T0001,T0002, TO0O3, TO005

T0031

T0001, 70002,
T0003, TO00S

N/A

T0006
T0031

T0006 (spray)
or T0031 (brush/roller)

T0001,T0002,
T0003, T0005

T0006 or T0176

T0073

T0006

N/A

N/A

N/A

N/A

T0180 (spray)

or T0016 (brush/roller)

N/A

T0201 (brush) or
T0202 (spray)

AUWLGRIP

WFT
PER COAT

2-3 mils (50-75 pm)

2-3 mils (50-75 pm)

2-3 mils (50-75 pm)

1-2 mils (25-50 pm)

4-6 mils (100-150 pm)

5 mils (125 pm)

3.9 mils (100 pm)
3 mils (75 pm)

6-8 mils (150-200 pm)

10-15 mils (250-375
pm)

=l 9 mils (220 pm)
%] ? 5 mils (130 pm)

0.8-1.4 mils (20-34 pm)

2-4 mils (50-100 pm)

Up to 240 mils (6000
Hm)

Up to 4 mils (100 pym)

2-3 mils (50-75 pm)

Apply until timber saturation
is achieved (once saturated
do not apply more material)

3 mils (80 um)

2+ coats in 1-4 hours N/A

3+ coats in 1-4 hours

N/A
2+ coats 16 hours apart’
3+ coats applied in over WA
4 hours
2 coats minimum with 15 to 20
mins flash off time. 1 hour F3029 or
Apply the product until opacity and HDT Clear
or the effect is achieved.
1 hour 8 12 hours
7 12-14 hours QP 12-14hrs
=58 4hours
12-14 hours

% ? 12-14 hours

2-3 coats with 5-15 mins flash

o time. No sanding betvieen coats| 1-2 10U with sanding

N/A 15 mins
2 hours 12-24 hours
1 hour 12-24 hours
2 hours

2ho 16 hours - 6 months
(self & other primers/surfacers)

17 hours (min)
WA 72 hours (max)
N/A 1 hour - 6 months
17 hours.
17 hours Must be sanded
before overcoating
6 hours 6 hours
: 3 days
34 hours (Awbrite)
N/A 12 hours
2 hours N/A

E"ﬂ Spray

% Brush

*Recommended reducer is temperature dependent. Check TDS for further information
For technical and application information, please refer to the technical datasheet available at awlgrip.com or contact your local Awlgrip Sales Representative for more information.
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PRODUCT CHECK LIST

WIPE DOWN SOLVENTS FAIRING & SURFACING COMPOUNDS TOPCOATS AUXILIARY PRODUCTS
Awlprep Surface Cleaner TOO08 Awlfair LW Epoxy Trowelable Fairing Compound Awlgrip HDT Griptex — Fine Grit Non-Skid Additive 73012
Surface Cleaner T0340 Base — White D8200 Binder C0310 Griptex — Coarse Grit Non-Skid Additive 73013
CORROSION-INHIBITING SURFACE Converter — Red D7200 Toners YSC Codes Griptex — Extra Coarse Grit Non-Skid Additive 73237
TREATMENTS Converter — Red Fast D7222 Bases C Codes Deluxe Tack Rags 73009
Max Cor CF Awlfair Surfacing Filler Base Clear C0300 Pro-Cure X — 98 Fast Accelerator 73014
Base R4330 Base D6200 Converter C0010 Pro-Cure X — 138 Inhibited Accelerator 73015
Converter D3200 Activators A0010, A0020 Flattening Agent for Urethane Topcoats G3013
Converter R3350 Awlgrip Spra Cold Cure 545 Primer Accelerator M3066
Max Cor CF Aerosol S4010 PRIMER REDUCERS 9np Spray
. Base Selected from Color Card (G or H Code #) Awlcoat TPC WP101
Wash Primer CF Standard — Spray TO006 . . .
. . ) Converter Awlcat #2 (G3010) Awlgrip Repair — Basecoat Foundation Coat E3001
Base D6600 Brushing (545 Epoxy Primer & Awlquik) TO031 . . .
. Awlgrip Brush Awlgrip Repair — Basecoat Blender TO190
Converter D3300 Ultra Build TOO73 . .
Wash Primer CF Aerosol S6300 Base Selected from Color Card (G or H Code #) Awlgrip Repair — Topcoat Blender TO195
AWLGRIP FINISHES REDUCERS Converter Awlcat #3 (H3002)
PRIMERS & SEALERS Fast TOO0O1 Awlcraft 2000
545 Epoxy Primer Very Fast TO002 Base Selected from Color Card (F Code #)
Base — White D8001 Medium TOO03 Converter Awlcat #2 (G3010)
Base — Gray D1001 Slow — Hot Weather Retarder TOO05 Awlcraft SE
Converter D3001 Brushing (Awlgrip Topcoats) TO031 Base — Toners Q Code
Awlquik Binder Q0065
MAINTENANCE PRODUCTS
Base — Pale Yellow D8003 Base — Solid Color. . Selected from Color Card (L Code #)
Awlwash — Wash Down Concentrate 73234 )
Converter D9001 Base — Metallic Selected from Color Card (E Code #)
Awlwash 2.0 — Wash Down Concentrate 73235
Hullgard Extra Awlcare — Protective Polymer Sealer 73040 Base — Pearlescent . Selected from Color Card (P Code #)
Base — Off White D6120 Converter Awlcat #2 (G3010)
Converter b87s0 BRIGHTWORK & VARNISH
321 HS Undercoat .
) Awlbrite Clear Urethane
Base - White R8100
Base J3005
Converter R3100
Ultra Build Converter J3006
) Activator A0001, A0031 (Brush)
Base — White D8008 . .
Awlspar Classic Spar Varnish
Converter D3018
. . Base M3131
High Build Reducer T0016
Base - Off White D8002 eaee
Converter D3002 EXTERIOR CLEAR COAT SYSTEM
Quick Build Awlwood
Base — White Uus000 Clear Primer J3809
Base — Black U2000 Red Tone Primer J7809
Base — Red Ur000 Yellow Tone Primer J9809
Base — Blue Us000 Gloss Finish J3890
Base — Green U4000 Satin Matt Finish J3810
Base - Yellow U000 Brushing Reducer T0201
Surfacer Converter U4200 Spray Reducer T0202
Surfacer Activator A4210 Brush Cleaner T0200
Sealer Converter U3100
Sealer Activator A3110
Epoxy Surfacing Primer
Base — Light Gray D1030

Converter D3050
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HIGH GLOSS — DURABLE & REPAIRABLE — TRUE COLOR

NEXT GENERATION TOPCOAT

awlgrip.com 'i facebook.com/awlgripfinishes g twitter.com/awlgrip @ instagram.com/awlgripfinishes

All representations and statements concerning the product(s) in this brochure are accurate to the best of our knowledge. Statements made in this brochure are advisory only and

are not intended to be specific recommendations or warranties of any product, combination of products or fitness for any particular purpose. To the extent permitted by law, we MIX

do not accept any liability to any person for any loss or damage (direct or indirect) that may arise from any use of or reliance on any of the methods or information contained in the

brochure for any purpose. Paper from
Unless otherwise agreed in writing, all products supplied and technical advice or recommendations given are advisory only and subject to the Conditions of Sale of our supplying company. ATkl SRS

Any warranties, if given, are contained in those standard Conditions of Sale and are the only ones made with respect to any products we sell to you or advice or recommendations we wwiscog  FSC® C014866
give to you. For each of our products the relevant Product Data Sheet, Material Safety Data Sheet and package labelling comprise an integral information system about the product
in question. Copies of our Product Data Sheets and Material Safety Data Sheets are available on request or from our Website: www.awlgrip.com

9329/0919




